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ROOFING SUPPLY .
Scupper Drain

/f’ DESCRIPTION :

Designed for existing through-wall/side-wall or scupper
drainage pipes, the aluminum and stainless steel drain com-
ponents provide durability and compatibility with single ply,
BUR and modified bitumen roofing systems.

FEATURES & BENEFITS

® Pre-punched .080" thick with a large 16” wide x 10" x
10" aluminum drain flange.

® 060" thick aluminum drain strainer.

® 4"long drain stem.
e Simple and easy to install.

e 1.52 mm thick drain strainer is easily secured to the drain
body with 4 stainless steel blot & nut and provides protection
against rooftop debris.

® Simple and easy installation saves time & labor.

® Available in sizes 3-in., 4-in., 5-in. and é-in.
1.Pre-punch Aluminum flange.

® Custom sizes are also available.

2. Aluminum Strainer
3. Stainless Steel flange Screw

4.Hex nut

PRODUCT LIST

Scupper Drain

ITEM NO: DESCRIPTION PRODUCT CODE

1 Scupper drain ASD-100
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Scupper Drain Assembly

STAINLESS STEEL SCREW

FELT FLASHING—

BUILT UP _
ROOFING ASSEMBLY v

THERMAL BARRIER

SECTION DETAIL THROUGH BUR ( CONCRETE OR STEEL DECK)




